
Tekstin talo: Permantosalin tekniikka 

House of Text: Permantosali tech list  

Päivitetty / Updated 8.5.2024 

Lava / Stage 

Koko / Size: 3mx3m 

Korkeus / Height: 23cm 

 

Äänipöytä / Sound console 

RCF M 20X M 20X (rcf.it) 

 

Valopöytä / Lighting console 

Vari-Lite FLX S24 FLX S24 CONSOLE | Vari-Lite 

 

Valot / Lights 

3x FUZE PAR Z120 IP FUZE PAR Z120 IP | FUZ012 (elationlighting.com) 

7x SIXPAR 100 SIXPAR 100 | SIX037 (elationlighting.com) 

 

Kaiuttimet / Speakers 

2x RCF ART 912-A ART 912-A PROFESSIONAL ACTIVE SPEAKER (rcf.it) 

2x RCF ART 708-A ART 708-A MK4 ACTIVE TWO-WAY SPEAKER (rcf.it) 

(Tulossa: 2kpl monitorikaiuttimia / Coming: 2x monitor speakers) 

 

Mikrofonit / Microphones 

4x Audio-Technica ATM610a ATM610aHypercardioid Dynamic Vocal Microphone | Audio-Technica 

2x Shure SM57 SM57 - Instrument Microphone - Shure USA 

2x AKG Perception 170 P170 | High-performance instrument microphone (akg.com) 

 

Mikrofoniständit / Microphone stands 

4x 

 

 

 

https://www.rcf.it/en/m-20x
https://www.vari-lite.com/global/products/flx-s24
https://www.elationlighting.com/fuze-par-z120-ip
https://www.elationlighting.com/sixpar-100
https://www.rcf.it/en/products/product-detail/art-912-a
https://www.rcf.it/en/products/product-detail/art-708-a-mk4
https://www.audio-technica.com/en-us/atm610a
https://www.shure.com/en-US/products/microphones/sm57
https://www.akg.com/Microphones/Condenser%20Microphones/P170.html


 

Projektori (katossa kiinteänä) / Projector (fixed to ceiling) 

Panasonic PT-VW340 WXGA PT-VW340 Series - Panasonic Projector Product Database - Panasonic 

Global 

- Kuvasuhde / Aspect ratio: 16:10 

- Resoluutio / Resolution: 1280 x 800 

- 2x HDMI-liitäntä, ei adaptereita / 2x HDMI connector, no adapters  

- HDMI-liitännät sijaitsevat tekniikkapöydällä ja lavan vieressä / HDMI cables are on the tech desk 

and next to the stage 

 

Liitännät lavalle / Connectors on stage 

The Sssnake Multicore 24/8  

- 24x XLR IN / 8x XLR OUT 

Duo XLR to 3,5mm liitinjohto / connector  

HDMI cable (connected to the projector) 

 

DI-boksit / DI boxes 

Samson S-MAX MD1 MD1 | Samson (samsontech.com) 

Samson S-MAX MD1Pro MD1 Pro | Samson (samsontech.com) 

Samson S-MAX MCD2Pro MCD2 Pro | Samson (samsontech.com) 

 

Kysyttävää? / Questions? 

Mira.eskelinen@tekstintalo.fi 

 

https://eww.pavc.panasonic.co.jp/projector/extranet/main/previous/vw340/index.html
https://eww.pavc.panasonic.co.jp/projector/extranet/main/previous/vw340/index.html
https://samsontech.com/products/studio-tools/s-max/md1/
https://samsontech.com/products/studio-tools/s-max/md1-pro/
https://samsontech.com/products/studio-tools/s-max/mcd2-pro/
mailto:Mira.eskelinen@tekstintalo.fi

